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Thank you for choosing Elegance Screens. Please read 
this manual carefully before installing your new screen. 
Please ensure that your projector is installed correctly 
and is projecting from the right distance. Read the 
manual and follow the instructions to ensure optimum 
performance from your screen. This will
eliminate the need to reposition the screen or your 
projector in the future

When possible unroll the screen material and allow it 
to settle to the room’s temperature overnight before 
stretching. This will make stretching easier.

Threaded mounting rods 
(2pcs)

Slider cover (2pcs)

Ceiling Mount (2pcs)Screws (8pcs)

Plugs (8pcs)

Driver

Screws (8pcs)

Metal Nut (12psc)

IR Remote
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What’s in the box
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Tools required

 Warning

Read and follow all instructions and warnings in this manual. Keep future reference.

Ignore the safety warnings may lead to 
injuries and/or damaging the product. Please contact your local dealer for repairs 

or maintenance. Please contact our 
company if you have any further questions. 
Avoid taking apart the fixtures yourself. 
Loose parts may cause the screen to fail.Fixtures should be installed in a secure 

place to avoid accidents or the screen 
falling.
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Prepare Installation
Start by cutting a hole in your false ceiling as shown below. A is the total length of the 
casing including end cover plate. Length of cut-out will be A-20mm while width of cut-
out is 95mm for any size of casing. (Please refer to images 1 and 2 below)

Measure and mark the place of fixing brackets as shown below. Distance between 
centre of fixing brackets is A-63mm. (Please refer to image 3 below)
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Attach the threaded mounting rod to the ceiling bracket on the top and bottom 
of the bracket using the nuts and washers provided. Attach the bracket to the 
ceiling in the desired location. It is highly recommended that you provide your 
own ceiling screws and other hardware that suits your mounting method.

Attach the end of the mounting rod to the Screen Bracket using the nut for 
the bracket. Be sure to leave enough space so the bracket can move when 
installing the other end. Use the same method to install the other end.

Clip in the plastic covers as shown. Slide the cover to attach to the end of the 
screen. The screen installed should leave no gaps in the ceiling as shown.

Installation
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Power Connection

Radio frequency control

 - Please change the battery when the signal is low.
 - Please remove the battery from the remote control 

when the controller is not being used for a long period 
of time.

 - Please use the same type of battery as originally 
suppied.

 - If revceiver is to be out of use for a long time, please 
turn the electricity off or unplug it.
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Warranty
This projection screen should be installed at the best 
possible viwing position for the audience. Take out all 
the parts from the packaging and follow the accessories 
guideline to ensure you have all parts. The parts needed 
will vary depending on which installation you choose to 
use. For installation on a wood wall or ceiling, use the ø5 
x 60 screws. For installation on a drywall, use the ø10 x 
30 screws with anchors.

Cleaning & Maintenance
In the event that the screen becomes dirty over time, 
please read the following instructions. If there are
visible marks on the screen, clean the surface using a 
clean cloth and warm water. A small amount of
white soap can also be mixed with the warm water. Rub 
the cloth lightly on affected areas until marks
are gone. Then dab dry the wet area with a clean dry 
cloth. Also ensure that the cloth used does not leak
run color. Do NOT use washing detergents, bleaches, 
grainy or pasty cleaning agents, or any oil or wax
based agents.

Product Product Frame Product Material

Concerto 2 years 1 year

Symphony 2 years 1 year

Kanvas 2 years 1 year

Kanvas Pro 1 year 1 year

Quantum HDR 2 years 1 year

Horizon 1 year 1 year



Elegance Customer Support
http://elegancescreens.com.au/contact/

Australia
02 8866 0203
enquiry@elegancescreens.com.au
Address: Unit 2, 68-72 Derby Street, 
SILVERWATER 2128 NSW, Australia
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